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1.0 general   

1.1
General

.1
The responsibility for safety on construction sites shall rest with the Contractor(s).  The regulations of the Worker's Compensation Board (WCB) and the British Columbia Building Code apply as a minimum.  For the purpose of Part 8 of the British Columbia Building Code the following definitions apply:

.a
service company: shall mean UBC Land and Building Services for steam, water, gas, sanitary sewers and storm sewers, and UBC IT Services for telephone, communications and cable television.

.b
street: shall mean any thoroughfare uses by the public, service vehicles or pedestrians.

.c
public property: shall mean all property on the UBC campus outside the area defined or shown as the project site - normally delimited by the hoarding line.

.2
All Contractors and Subcontractors must be registered employers with the Workers Compensation Board and must conform to all WCB requirements for construction safety.

.3
The Owner will provide the Contractor with any known information regarding hazards to the health or safety of persons in the workplace.

1.2
Construction Safety Program  
.1
The Prime Contractor shall have in place a safety program acceptable to the Worker’s Compensation Board.  At the start of a job the Contractor shall submit a Notice of Project to the WCB, with copies to UBC.  

.2
The implementation of the safety program shall be monitored through monthly safety meetings with the Prime Contractor, contractors and subcontractors.  Minutes of these meetings shall be posted in the site office for view by the public.  The Prime Contractor shall report to the Project Manager safety program activities such as safety committee meetings held, inspections performed and the results of any accident investigations.  Issues which require coordination with UBC's maintenance forces, such as lock-out, power line contact control or tie in of services (Shutdown Request) shall also be included in these reports. 

.3
The contractor shall obtain a copy of the UBC's lock-out procedures as well as information on notice required if service such as power or water may be shut off (Shutdown Request).
.4
The contractor shall obtain a copy of UBC’s Contractors’ Safety & Orientation Manual (revised January 2005), outlining policies, rules and procedures.
1.3
Site Safety Plan

.1
A Site Safety Plan is required for all additions, renovations and all new buildings regulated under Part 3 of the British Columbia Building Code or when required by the WCB.

.2
The Prime Contractor shall conduct a job hazard assessment and prepare a Site Safety Plan giving the names and emergency telephone numbers of the Prime Contractor, the Project Manager, the Consultant, the Trades Safety Coordinator, UBC Campus Security, UBC Trouble Calls and UBC Parking & Access Control Services.  The Plan shall also show the details of the construction procedure relating to site access, maintenance of any required exits, barricades, traffic control, scaffolding and swing stages, hoisting equipment, fire protection facilities, emergency shut-off locations, material storage, waste materials, control of dust and debris, protection of the edges of each floors and any other items required by the Chief Building Inspector.  The Site Safety Plan will be presented to the Project Manager at the first Project Meeting.

.3
The Site Safety Plan shall be adjusted to reflect the current stage of construction activities.  The Site Safety Plan shall be posted on the job site on a 600mm by 600mm piece of plywood protected from the weather and staked into the ground so as to be visible from the street.  Alternatively it may be posted and protected from the weather on the principal construction site entrance or shelter provided for workers or equipment.

.4
A separate Fire Safety Plan for the construction site shall also be submitted in accordance with the BC Fire Code.

1.4
Proximity to Overhead Power Lines

.1
Where work must be conducted in an area which is in close proximity to overhead power lines, UBC Utilities will provide assurance in writing that the power lines are de-energized, or require guarding.  The Contractor shall contact the Manager of Electrical Utilities (ph: 604-822-4112) to coordinate appropriate procedures and to obtain the WCB form 30M33. All work procedures must be in conformance with Part 19 of the WCB Regulations.

1.5
Roof Top Access

.1
Roof top access is restricted on all UBC Buildings in accordance with Building Operations Policy and Procedure I-B-6: Roof Top Access.  A Roof-Top Access Permit and Key Authorization Form can be obtained from the Building Operations Building Trades Supervisor.  Keys must be obtained from the Key Control Centre of Parking and Security Services upon payment of a deposit.  Contractors and others requiring roof top access on these buildings are required to provide their own safety equipment.

1.6
Procedure for Entering Confined Spaces

.1
Contractors must conform to the WCB regulations with respect to entering confined spaces such as manholes, service tunnels etc.  The Contractor must follow the UBC Confined Space Policy I-B-1.

1.7
Protective Clothing & Equipment

.1
Contractors are required to provide their own protective clothing and equipment when required for access to any restricted location on the UBC Campus.  This would include, but not be limited to items such as, hard hats, safety footwear, respirators and protective coveralls.  Items which require custom fitting, such as respirators, shall not be made available for use by more than one person.

1.8
Barricades and Barriers

.1
All barricades and barriers on construction sites shall conform to all safety practices required by regulations and good practice.  Barriers for work outside the construction site must be visible both day and night.

.2
All walkways in close proximity to job sites shall be built with overhead protection where overhead work is being performed in close proximity.

.3
In pedestrian areas adequate warning must be provided for visually impaired pedestrians.  Chain link fencing or hoarding is preferred as it allows blind persons to feel the base of the barricade with their canes.  Audible or tactile warning devices may also be required.  Before setting up barricades in pedestrian areas the Owner must be notified at least 48 hours in advance in order that the Crane Library & Resource Centre can be notified and visually impaired people can be made aware.

.4
In vehicular areas barriers shall conform to the requirements of Part 8 of the B.C. Building Code.  The placement of all barriers in vehicular areas must be approved by Parking & Access Control Services and, if applicable, the Ministry of Transportation and Highways.  Parking & Access Control Services will notify the VFRS Fire Protection Office of the presence of the barriers.

1.9
First Aid

.1
The Contractor shall arrange for the provision of first aid facilities and an Accident Prevention Program to the requirements of the Workers' Compensation Board of B.C.

1.10
Lockout Procedures

.1
All Contractors shall conform to the UBC – LBS Policy and Procedure I-B-2: Lock-out Safety.  Copies of this procedure can be obtained from the Building Operations Associate Director Trades and Utilities.

1.11
X-Rays and Other Construction Testing

.1
Non-destructive testing involving x-ray sources or x-ray emitting devices shall be in accordance with the Canadian Nuclear Safety Commission Regulations to minimize radiation exposure to workers, other building occupants and passersby.  All testing of this nature must be reported in writing, at least 3 days in advance, to the Radiation Safety Office, UBC Health, Safety & Environment, tel. 604-822-7052.

1.12
Fire Protection During Construction & demolition

.1
Refer to Part 8 of the B.C. Building Code and the requirements of the Fire Services Act, Regulations and Bulletins.  Questions concerning these requirements should be directed to the VFRS Fire Protection Office.
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